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Conditions 

Price 

Payment conditions upon pur­
chase 

Retention of title 

Delivery time EXW (Ex Works) 

Warranty upon purchase 

Quality Management System 

Offer validity 

Note 

Terms and conditions of business 

mobydick 

Net 

• 40% Downpayment with order confirmation. 
• 50% on system dleivery 
• 10% net 30 days after system start up 
• Optional Lease to Own available 

The goods remain the property of FRUTIGER Company AG until payment has been 
made in full. 

• Approx. 18 weeks from written order and clarification of all technical details. 22 
weeks to Loudon, TN. 

• 24 months or 100,000 wash cycles (whichever comes first) excluding parts that have 
to be replaced due to normal wear. 

• According ISO 9001 :2016 standard. 

• Two months from the date of this offer. 

FRUTIGER reserves the right to make changes due to technical progress. 

• This offer is based on the general terms and conditions (GTC) of FRUTIGER 
Company AG which are available on the company website (www.mobyd­
ick.com/fileadmin/user_upload/shared/GTC.pdf) 

Wheel Washing System Conline KIT 

Technical description 

Wash unit containing two hot-dip galvanised, water conducting 38 cm high wash elements (left/right), consisting of a large steel 
structure with fixed welded angle sections (90 x 90 mm and 10 mm wall thickness), rectangular steel tubes (120 x 120 mm and 
5 mm wall thickness), and plates (3 mm). Middle section consisting of solid, dual-sided slanted hot-dip galvanized corrugated 
metal sheets. Longitudinal plates integrated into the wash elements for concentrated direction of the wash water in a laterally 
extruding hot-dip galvanized cross channel with integrated gradient. Floor nozzles integrated into the angle sections and the 
rectangular steel tubes. Splash walls on both sides made of robust construction with huge lateral fenders up to high wheel flanks. 
Two side nozzle beams on each side with quick-lock coupling. MobyPump wastewater pumps, control cabinet, and optical sensor 
for start-up. 

Recycling tank package consisting of a large steel structure with profile frame (5 mm) and plate including edge expansion (38 cm) 
to provide a finish with the ground level. Surface treatment (chemical cleaning, grounding for 60 my, top coat 60 my Ral 5017, 
traffic blue). Flow-optimised positioning of overflow weir and wash plate. Pump chamber equipped with pump brackets (painted) 
and access ladder (galvanised) and automatic fill level control and outlet cover for easy emptying of the tank. Galvanized multi­
part safety guard rail (optional for KIT Flex) for simple assembly in the square frame section of the recycling tank. The tank 
construction also allows it to sustain all the forces generated by a passing loaded lorry when it is in an empty state. 
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Scope of delivery: 

Article : MDC-100-015 
Model: Conline KIT Plus 600 C-50P 

1 Central wash unit 6 meters with nozzle configuration 
1 Double side spray bar per side 
1 Control cabinet 
1 Automatic starting optical sensor 
3 MobyPump washing pumps, 2'500 I/min each 
1 Recycling tank package, 50 m' parallel 
1 Additional 20 M3 Recycling Tank 
1 In ground recycling tank height extension 
1 Safety railing for recycling tank 
1 Scraper conveyor for recycling tank 

Specifications: 

Length of wash unit 
Clear drive through width of the wash unit (lane) 
Maximum axle load 
Height of splash protection side walls 
Nozzles (Core diameter min . 7 mm) 
Nozzle bars per side 
Recycling tank volume 
Usable volume of operating water 
Sedimentation area of the recycling tank 
Discharge height of scraper conveyor above ground 
Maximum pump performance 
Connected electrical load of the entire system 
Sound emission 

600 
320 

15 
136 
226 

2 
50,0 
30,0 
25,5 
105 
7,5 

17, 1 
< 75 

KIT Plus 600 C-SOP (Scraper Conveyor) 
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cm 19' 8" ft . 
cm 126 in 
t 15 t 
cm 53.5 In 
Pcs. 226 pcs. 
Pcs. 2 pcs. 
m' 13,000 gal 
m' 8,000 gal 
m' 275 sq ft 
cm 42 In 
m'/mln 1981 gal/min 
kW 23 hp 
dB < 75 dB 
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EC Declaration of Conformity 

The MobyDick® tyre wash system described above conforms to the provisions of the following directives and norms, including 
their amendments. 

• 2006/42/EC:2009, Machinery Directive 
• 2004/18/EC:2004, EMC Directive 
• EN 60204-1, Electrical equipment of machines 
• EN 60439-1, Low-voltage switchgear assemblies CE 

It also fulfils Directive 2014/35/EU:2014 in accordance with Annex I No. 1.5.1 MD 2006/42/EC with regard to its safety objec­
tives. 
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